Introduction
The Concept of Supply Chain Management (SCM) has been paid much more attention over the past decades. As one of the essential components of a supply chain, warehousing is valued because of the following major functions: smoothening the material flow; accomadating variability influenced by factors such as product seasonality or transportation scheduling; ensuring proper inventory level by product consolidation; guaranteeing the operation within high tolerances of speed, accuracy and lack of damage (Frazelle, 2002; Christopher, 2005; Harrison & van Hoek, 2005; Baker, 2007; Gu et al., 2007) . According to (Bernardy & Scherff, 1998) , all the activities involved in a warehouse can be described by processes and are characterized by entailing a large number of differing, but interdependent sub-processes and many complex influential factors. Since there are diverse functional processes within which different combinations of influencing factors exist, the throughput capacity of the warehouse may be strongly affected, especially when the staffs at the operation level always keep different views upon process parameter settings based on their personal experiences. Hence it is essential to find out the optimal factor settings for the compound functional processes regarding the experts' knowledge so as to make the right strategy, and finally obtain satisfying warehouse operation. World has witnessed the soaring use of Artificial Intelligence (AI) for operations management (OM) with the purpose of decision support (Kobbacy et al., 2007) . Hybrid architecture has become a new field of AI research, in light of the development of the next generation of intelligent systems. Current research in this field mainly concentrates on the marriage of Genetic Algorithms (GA) and Fuzzy Logic (Feng & Huang, 2005; Lau et al., 2009) . Exploring the similarities of the essential structures of these two knowledge manipulation methods is where intelligent decision support systems can possibly play an important role. However, such hybrid systems have not shown great significance in the warehousing sector. This chapter aims to develop a Fuzzy-GA capacity decision model (FGCDM) to enhance rack efficiency in a One-Warehouse, N-Supplier warehouse by taking into consideration the performance metrics and various driving factors of the related processes. The hybrid framework is proposed to enable decision makers to formulate nearly optimal sets of knowledge-based fuzzy rules so as to identify better solutions for fully utilizing the warehouse capacity.
Fuzzy rule sets, together with the associated membership functions, have been proven of great potential in their integration into GA to formulate a compound knowledge processing decision support system (Mendes et al., 2001; Leung et al., 2003; Ishibuchi & Yamamoto, 2004) . Studies on applying fuzzy logics to systems for different sectors have been extensively undertaken (Cordon et al., 1998; Teng et al., 2004; Hasanzadeh et al., 2004; Chen & Linkens, 2004; Chiang et al., 2007; Tang & Lau, 2008) .
Summary
Inspiring from all above, a Fuzzy-GA Decision Capacity Model is proposed for decisionmakers to better select the proper warehousing strategies in terms of the corresponding performance metrics. The capacity will be evaluated by the rack utilization of the designated warehouse.
The proposed hybrid decision model
The proposed decision-supoort approach consists of two major processes: knowledge representation and knowledge assimilation, which are shown in Fig.1 . In the first stage, the Fig. 1 . The proposed decision-support framework www.intechopen.com expertise of factor setting, which is represented by IF-THEN rules, is encoded as a string with fuzzy rule sets and the associated fuzzy membership function. The historical process data are also included into the strings mentioned above, contributing to the formulation of an initial knowledge population. Then in knowledge assimilation, GA is used to generate an optimal or nearly optimal fuzzy set and membership functions for the entitled performance indicators. Accordingly, it is necessary to set relative weights for them to aggregate the measurement results since there naturally contains essential fuzziness and ambiguity in human judgments. Fig. 1 depicts the overview of the entire proposed knowledge-based framework, while the initial rules extracted from process knowledge base are used to form the initial population of the GA. Fig. 2 illustrates the data flow of the proposed capacity-optimizing model, indicating how the iterations envelop fuzzy rule mining, improving the quality of generated rule sets and streamlining the various functional processes in a single warehouse. 
Problem formulation
Fuzzy-encorporated GA is proposed for capturing domain knowledge from an enormous amount of data. The proposed approach is to represent the knowledge with a fuzzy rule set and encode those rules together with the associated membership into a chromosome. A population of chromosomes comes from the past historical data and an individual chromosome represents the fuzzy rule and the related problem. A binary tournament, using roulette wheel selection, is used for picking out the best chromosome when a pair of www.intechopen.com chromosomes is drawn. The fitness value of each individual is calculated using the fitness function by considering the accuracy and the trade-off of the resulting performance measure setting, where the fitter one will remain in the population pool for further mating. After crossover and mutation, the offspring will be evaluated by the fitness function and the optimized solution will then be obtained. The practitioners could freely select the specifically influential performance measures from a large pool of the candidate performance metrics based on the unique condition of the warehouse, leading to the optimized warehousing rack efficiency amongst all by comparing the weights. For both two cases, there are totally 6 genes in the sets of membership functions shown in Fig. 3 . 
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Fitness evaluation
To have a good set of process parameters, the genetic algorithm selects the best chromosome for mating according to the fitness function suggested below.
Fitness Funtion accuracy with error rate = objects correctly matched within error range total number of objects Accuracy = Each chromosome is evaluated by calculating its mean-square error for the error measurement. As each chromosome is represented as the fuzzy rule, the quality of the chromosome is then validated by comparing its defuzzified output with the actual output of the test samples. The centre of gravity (COG) is used as the defuzzification method to obtain the crisp values of the finished quality level.
Chromosome crossover
Crossover is a genetic operation aiming at producing new and better offspring from the selected parents, while the selection is determined by a crossover rate. The current crossover methods include single-point crossover, two-point crossover, multi-point crossover, uniform crossover, random crossover, etc. Uniform crossover is selected in this research.
Chromosome mutation
Mutation is intended to prevent all solutions in the population from falling into the local minima. It does this by preventing the population of chromosomes from becoming too www.intechopen.com similar to each other, which might slow down or even stop evolution. Mutation operation randomly changes the offspring resulting from crossover, given that the value of the mutation rate must range within 0 and 1. In our paper a bit-flip mutation is used.
Chromosome repairing
After the mutation and crossover in the two regions, some violations in the chromosome may occur. If the membership function is not in ascending order, the new offspring should be modified by exchanging the gene order in accordance with the definition of { } ,,,, ,
The repairing is divided into two categories which are: the forward and backward repairing as illustrated in Fig.4(a) and Fig. 4(b) . 
Chromosome decoding
Once the termination criterion is fulfilled, the decoding process will be implemented on the whole set of optimum chromosomes (Fig. 5) . The optimum chromosomes decode into a series of linguistic fuzzy rule sets as shown in Table 2 and their associated membership functions which are stored in the repository for further investigation. 
Condition part <IF>

De-fuzzification
Once the termination criterion is fulfilled, the decoding process will be implemented on the whole set of optimum chromosomes. The optimum chromosomes decode into a series of fuzzy rule sets and their associated membership functions which are stored in the repository for further investigation.
Discussion and experiment results
The warehousing background for the simulation is of medium volumes (300 pallets/day throughput) and with 90 SKUs to be placed into the storage. The existing rack system www.intechopen.com include Block-stack, Drive-in, APR, Double deep and VNA. The evaluation criterion of the warehouse performance is mainly based on the utilization of the above racks. In order to verify the proposed Fuzzy-GA capacity decision model (FGCDM), simulations on searching ability were carried out. Two different stochastic-based search methods, Simulated Annealing (SA) and Tabu Search (TS), were used for comparison with the proposed FGCDM approach. In this experiment, the historical data for supporting the warehousing operation and 30 performance indicators were used for the simulation. The results reported are all averaged over 10 independent runs. In each data set, the best (minimum) fitness value among the 10 simulation runs was documented for the comparison of each search technique mentioned above. Table 3 presents that ten independent runs of fitness values acquired by various search techniques using 30 performance indicators. According to the experiment, SA was the worst performer in all 10 independent runs and the proposed FGA approach achieved the smallest average object value at 0.893 in the maximization of rack utilization over the interval 0 to 1. Compared with the observed test data which are half-extracted from the historical records, our approach shows an overall better result in Table 4 .
Conclusion
In this research, the design and implementation of a GA based process knowledge model, which embraces the fuzzy theory and genetic algorithm to achieve warehouse capacity www.intechopen.com improvement, has been introduced. Implementing the proposed methodology in the aspect of warehouse management through simulation has been successful. By incorporating the error measurement and complexity of process change into the fitness evaluation, the generalized fuzzy rule sets can be of less complexity and higher accuracy. An extension of different measures can also be included in order to improve the generalized rules. In the matter of generation of new fuzzy rules, the membership functions are assumed to be static and known. The proposed intelligent model can help the decision makers in the development and selection of the best warehouse design for the given application.
Other fuzzy learning methods should be considered to dynamically adjust the membership functions of various parameters to enhance the model accuracy. Future contribution of this endeavour goes to validation of the decision model to be launched in case companies.
